Value-Added Server Chassis

Specification
M/B Form Factor * CEB (12" x 10.5"), ATX (12" x 9.6")
Dimension (DxWxH)  + 485 mm x 198 mm x 425 mm
= 184" x 78" x 168" | not included)
Drive Bay + External : 5.25" x 4 [Oplional storage kit for H/S 3.5" x 4 HDDs), 3.5" x 1

Internal : 3.5" x 6 (2 for standard, 4 for optional HDD Cage)
Form Factor : P§/2 ATX 12 V, EPS12V

Watt : 350 W (P3/2). 500 W (EPS12V)

Front : 1 x 92 mm or 120 mm (Optional)

PSU

Cooling Fan

Rear: 1 x B0 mm or 92 mm or 120 mm PWM

Slot Opening .7

Nel \_ﬁ'eigl.'.l-lmt::hussis only) 0.1.5_8 Kg

Gross Weight (w/Packing) = 8.5 kg

Backplané' o a NA a

Container Info. 20" : 364 » 40': 750 = 40'H : 842 (Single Packing)

20" : 400 = 40': 880 » 40'H : 1100 (Bulk Packing + Pallet)

Features & Benefits

« For office internet front end application

* High density storage up to 11 x 3.5” HDDs

Utilized 3.5" & 5.25" bays with Chenbro storge kits

* Flexible configuration

= Tool-less design for easy installation

+ Thermal cerification of Intel dual core/Quad core CEB compliant

4% 525" bays + Rackable solution by optional kit
for storoge kifs

I % front 120 mm fan

latch Detachable cage for 2/4 x Optional CPU mounting kits Screwless card refainer
lock internal 3.5" bays with oplional for 12" x 10.5" CEB M/B
5" bays anfi-vibration absorbers

| x rear 120 mm fan
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