Firmware Release History

Model: FC4G to SAS 16/12 CHL. (I81341) (8660)

Version

Boot Code

Release Date
(MM/DD/YYYY)

Notes

1.47-090818

1.47-090818

12/10/2009

1. Added Shutdown function.

2. Added HDD APM support.

3. Added support single bank cache
1G/2G.

4. Added EP-2123S-F4S3,
EP-3163S-F4S3 and
EP-4423S-F4S3.

5. Modified DHCP get in infinite loop
when IP set to all zero (0.0.0.0).

1.46-090106

1.46-090106

06/05/2009

1. Added 4G cache support. (PCBA
2.X).

2. Fixed NTP error after 2009.

3. Fixed Solaris 10 inquiry page 0x83

issue.

4. Fixed Solaris LBA overflow issue.
5. Fixed set NTP Server do not get
NTP time immediately.

6. Improved SNMP agent request
overflow issue.

7. Exclude super password via
TELNET for security reason.

8. Fixed timeout checking for SAS in
heavy loading.

9. Modified the LOGIN event from
ERROR to WARNING.

10.Request HTTP Login time every 12
hours if Ethernet is not linked or
NTP server is not set.

11.Improve speed of deleting Raid Set
with many volumes.

1.45-080813

1.45-080813

10/21/2008

12. Added Volume Data Read Ahead.




13.Added RaidState information.

14.Added support DHCP Host Name
for DHCP server.

15.Added SAS Host / JBOD link status
display.

16.Added chips revision display.

17.Fixed multi-path issue.

18.Fixed Microsoft SQLIOSim error.

1.44-080303 | 1.44-080306 03/12/2008 1. Added Host Status Display (Chip
Info, Link Status).

2. Added HDD Spin Down function.
(MAID).

3. Added stop auto refresh Web GUI
function.

4. Fixed performance drop Issue.

1.43-070622 | 1.43-070509 07/27/2007 1. Initial release.




